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Johdanto ja sisällys
Tämä asiakirja sisältää yhteenvedon asennus- ja huolto-oppaiden sisällöstä. Lisätietoja saat tarvittaessa 
tehdasdokumenteista, jotka ovat saatavilla sivustossa www.panasonicproclub.com
Panasonic Nordic pidättää oikeuden mahdollisten painovirheiden osalta.
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Pääkomponentit

                             Lisävarusteet (eivät sisälly toimitukseen)
• CZ-TAW1      Smart cloud -etäohjain

• CZ-NS4P      Lisäpiirikortti

• CZ-NE3P     Pohjavastus, suositeltava lisävaruste

• PAW-TS1     Säiliöanturi (6 metriä) 

• PAW-TS2     Säiliöanturi (20 metriä)  

• PAW-TK1     Lämpötila-anturi kolmannen osapuolen
                   varaajalle ( LV )(kuparitasku ja 6 m:n anturikaapeli)

• PAW-WTRAY          Kondenssiveden keruukaukalo, maatuki ja 4 m:n kaapeli

• PAW-GRDSTD40    Ulkoyksikön korotettu alusta

• PAW-BTANK50L     Puskurisäiliö 50 l

• CZ-NV1       Sisäinen kolmitie vaihtoventtiili J- ja H-sukupolven Split -laitteisiin 

• PAW-A2W-TSRT    Aluekohtainen huoneanturi

• PAW-A2W-TSHC    Aluekohtainen vesianturi
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5.1.6 Main Components 

Connector name
Water Inlet (From Space
Heating / Cooling)

a

Water Outlet (To Space
Heating / Cooling)

b

Cold Water Inlet (Domestic
Hot Water Tank)

c

Hot Water Outlet (Domestic
Hot Water Tank)

d

Refrigerant Gase

Refrigerant Liquidf

Domestic Hot Water Tank
Discharge (Drain Tap)
Type: Ball Valve

g

Pressure Relief Valve Drainageh

Drain Water Holei

13

10

19

16

15

17

8

11

5-1

6

5-2

9

14

21

20

18

12

7 1

4

3

2

Remote Controller1

Control Board Cover3

Main PCB4

Magnetic Water Filter Set6

Heater Assembly7

8

9

3-Way Valve
Overload Protector (Not Visible)
Expansion Vessel

Air Purge Valve11

10

Pressure Relief Valve12

Flow Sensor13

Water Pressure Gauge14

Front Plate15

Top Plate16

Right Plate17

Left Plate18

Rear Plate19

Tank Sensor (Not Visible)20

Safety Relief Valve21

Single Phase RCCB/ELCB
(Main Power)

5-1

5-2 Single Phase RCCB/ELCB
(Backup Heater)

Water Pump2
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h

i

b a d g c
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5.1.6 Main Components 

Connector name
Water Inlet (From Space
Heating / Cooling)

a

Water Outlet (To Space
Heating / Cooling)

b

Cold Water Inlet (Domestic
Hot Water Tank)

c

Hot Water Outlet (Domestic
Hot Water Tank)

d

Refrigerant Gase

Refrigerant Liquidf

Domestic Hot Water Tank
Discharge (Drain Tap)
Type: Ball Valve

g

Pressure Relief Valve Drainageh

Drain Water Holei

13

10

19

16

15

17

8

11

5-1

6

5-2

9

14

21

20

18

12

7 1

4

3

2

Pääpiirikortti4

Magneettinen vedensuodatinsarja  6

7 Lämmitinkokoonpano 
8

9

Kolmitieventtiili
Ylikuormitussuoja (ei näy kuvassa) 
Paisunta-astia10

11 Ilmanpoistoventtiilit 
     Ylipaineventtiili  12

13 Virtausanturi
14 Vedenpainemittari  
15 Etulevy
16

17

18

19

20

Kansilevy 
Oikea levy 
Vasen levy
Takalevy
Säiliön anturi (ei näy kuvassa)  
Ylipaineventtiili (Säiliö )21

Yksivaiheinen vikavirtasuojakytkin/
 maavuotokatkaisin (päävirta)

5-1

5-2Yksivaiheinen vikavirtasuojakytkin
/ maavuotokatkaisin(varalämmitin) 

  1 Ohjain
2 Vesipumppu
3 Ohjaustaulun kansi 

e f

h

i

b a d g c
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ENG
LISH

Attached accessories

No. Accessory part Qty. No. Accessory part Qty.

1
Adjustable Feet

4 4
Packing

1

2
Reducing Adapter

1
5

Remote Controller 
Cover 

1
3

Drain Elbow

1

Optional Accessories

No. Accessories part Qty.

6 Optional PCB (CZ-NS4P) 1
7 Network Adaptor (CZ-TAW1) 1

Field Supply Accessories (Optional)
No. Part Model Specifi cations Maker

i 2-way valve kit
*Cooling model

Electromotoric Actuator SFA21/18 AC230V Siemens
2-port Valve VVI46/25 Siemens

ii
Room thermostat Wired PAW-A2W-RTWIRED

AC230V –
Wireless PAW-A2W-RTWIRELESS

iii Mixing valve – 167032 AC230V Caleffi
iv Pump – Yonos 25/6 AC230V Wilo
v Buffer tank sensor – PAW-A2W-TSBU – –
vi Outdoor sensor – PAW-A2W-TSOD – –
vii Zone water sensor – PAW-A2W-TSHC – –
viii Zone room sensor – PAW-A2W-TSRT – –
ix Solar sensor – PAW-A2W-TSSO – –

It is recommended to purchase the field supply accessories listed in above table.

Tube Position Diagram
Dimension Diagram
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Tube Connector Function Connector Size

a Water Inlet (From Space Heating/Cooling) R 1¼"
b Water Outlet (To Space Heating/Cooling) R 1¼"
c Cold Water Inlet (Domestic Hot Water Tank) R ¾"
d Hot Water Outlet (Domestic Hot Water Tank) R ¾"
e Refrigerant Gas 7/8-14UNF
f Refrigerant Liquid 7/16-20UNF
g Domestic Hot Water Tank Discharge (Drain Tap)

Type: Ball Valve Rc 1/2"

h Pressure Relief Valve Drainage ---

i Drain Water Hole ---

Model Capacity (L)
Weight (kg)

Empty Full
ADC0309H3E5 185 120 305

1 Remote Controller
2 Water Pump
3 Control Board Cover
4 Main PCB
5-1 Single Phase RCCB/ELCB (Main Power)
5-2 Single Phase RCCB/ELCB (Backup Heater)
6 Water Filter Set
7 Heater Assembly
8 3-Way Valve (Not Visible)
9 Overload Protector (Not Visible)
0 Expansion Vessel (Not Visible)
a Air Purge Valve
b Pressure Relief Valve
c Flow Sensor
d Water Pressure Gauge
e Front Plate
f Top Plate
g Right Plate
h Left Plate
i Rear Plate
j Tank Sensor (Not Visible)
k Safety Relief Valve

Main Components Diagram
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Adjustable Feet 1 position

FRONT VIEW

BOTTOM VIEW

SIDE VIEW

Install the Tank Unit in indoors with frost free weather proof 
location only.
Must install on a flat horizontal and solid hard surface.

There should not be any heat source or steam near the 
Tank Unit.
A place where air circulation in the room is good.

A place where drainage can be easily done (e.g. Utility room).

A place where Tank Unit’s operation noise will not cause 
discomfort to the user.

A place where Tank Unit is far from door way.

A place where accessible for maintenance.

Ensure to keep minimum distance of spaces as illustrated 
below from wall, ceiling, or other obstacles.
A place where flammable gas leaking might not occur.

Secure the Tank Unit to prevent it being knocked over 
accidentally or during earthquakes. 

SELECT THE BEST LOCATION 1
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Attached accessories

No. Accessory part Qty. No. Accessory part Qty.

1
Adjustable Feet

4 4
Packing

1

2
Reducing Adapter

1
5

Remote Controller 
Cover 

1
3

Drain Elbow

1

Optional Accessories

No. Accessories part Qty.

6 Optional PCB (CZ-NS4P) 1
7 Network Adaptor (CZ-TAW1) 1

Field Supply Accessories (Optional)
No. Part Model Specifi cations Maker

i 2-way valve kit
*Cooling model

Electromotoric Actuator SFA21/18 AC230V Siemens
2-port Valve VVI46/25 Siemens

ii
Room thermostat Wired PAW-A2W-RTWIRED

AC230V –
Wireless PAW-A2W-RTWIRELESS

iii Mixing valve – 167032 AC230V Caleffi
iv Pump – Yonos 25/6 AC230V Wilo
v Buffer tank sensor – PAW-A2W-TSBU – –
vi Outdoor sensor – PAW-A2W-TSOD – –
vii Zone water sensor – PAW-A2W-TSHC – –
viii Zone room sensor – PAW-A2W-TSRT – –
ix Solar sensor – PAW-A2W-TSSO – –

It is recommended to purchase the field supply accessories listed in above table.

Tube Position Diagram
Dimension Diagram
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Tube Connector Function Connector Size

a Water Inlet (From Space Heating/Cooling) R 1¼"
b Water Outlet (To Space Heating/Cooling) R 1¼"
c Cold Water Inlet (Domestic Hot Water Tank) R ¾"
d Hot Water Outlet (Domestic Hot Water Tank) R ¾"
e Refrigerant Gas 7/8-14UNF
f Refrigerant Liquid 7/16-20UNF
g Domestic Hot Water Tank Discharge (Drain Tap)

Type: Ball Valve Rc 1/2"

h Pressure Relief Valve Drainage ---

i Drain Water Hole ---

Model Capacity (L)
Weight (kg)

Empty Full
ADC0309H3E5 185 120 305

1 Ohjain
2 Vesipumppu
3 Ohjaustaulun kansi
4   Pääpiirikortti
5-1 Yksi- tai kolmivaiheinen vikavirtasuojakytkin/maavuotokatkaisin (päävirta)
5-2  Yksi-tai kolmivaiheinen vikavirtasuojakytkin/maavuotokatkaisin (varalämmitin)
6 Vedensuodatinsarja
7
8 Kolmitieventtiili (ei näy kuvassa)

 
 
Lämmitinkokoonpa no

9 Ylikuormitussuoja (ei näy kuvassa)
Paisunta-astia (ei näy kuvassa'0 

a Ilmanpoistoventtiilit
b Ylipaineventtiili
c Virtausanturi
d  Vedenpainemittari
e Etulevy 
f Kansilevy 
g  Oikea levy 
h Vasen levy 
i Takalevy
j Säiliön anturi (ei näy kuvassa) 
k Ylipaineventtiili (Säiliö )

Main Components Diagram
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Adjustable Feet 1 position

FRONT VIEW

BOTTOM VIEW

SIDE VIEW

Install the Tank Unit in indoors with frost free weather proof 
location only.
Must install on a flat horizontal and solid hard surface.

There should not be any heat source or steam near the 
Tank Unit.
A place where air circulation in the room is good.

A place where drainage can be easily done (e.g. Utility room).

A place where Tank Unit’s operation noise will not cause 
discomfort to the user.

A place where Tank Unit is far from door way.

A place where accessible for maintenance.

Ensure to keep minimum distance of spaces as illustrated 
below from wall, ceiling, or other obstacles.
A place where flammable gas leaking might not occur.

Secure the Tank Unit to prevent it being knocked over 
accidentally or during earthquakes. 

SELECT THE BEST LOCATION 1
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Virransyöttö ja sulakkeet
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An overview of the said differences is shown in the following tables. The connecting conditions 
for the individual devices are explained in the annexure. The required cross sections are given 
in the technical specifications → 4 Technical data (split systems), p. 16, → 4.6.3.3 Technical 
data (compact systems), p. 50).

Split systems with combination hydro-module

Mallit Mains connection 1 Mains connection 2
Vaiheet Max. current 

consumption (A)
Max. power 

consumption (kW)
Vaiheet Maks. 

virrankulutus (A)
Maks. 

tehonkulutus (kW)
WH-ADC0309H3E5(B) + 
WH-UD03HE5-1 1 12.0 2.59 1 13.0 3.0

WH-ADC0309H3E5(B) + 
WH-UD05HE5-1 1 12.0 2.59 1 13.0 3.0

WH-ADC0309H3E5(B) + 
WH-UD07HE5-1 1 21.0 4.59 1 13.0 3.0

WH-ADC0309H3E5(B) + 
WH-UD09HE5-1 1 22.9 5.0 1 13.0 3.0

WH-ADC1216H6E5 +
WH-UD12HE5 1 24.0 5.3 1 26.0 6.0

WH-ADC1216H6E5 +
WH-UD16HE5 1 26.0 5.74 1 26.0 6.0

WH-ADC1216H6E5 +
WH-UX09HE5 1 25.0 5.41 1 26.0 6.0

WH-ADC1216H6E5 +
WH-UX12HE5 1 29.0 6.27 1 26.0 6.0

Vikavirtasuojakytkin ja sähköverkkoliitännät Sisä-/ulkoyksikön liitäntä

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

Vikavirtasuojakytkin

Sähköverkkoliitännät L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r
Sähköverkkoliitäntä 1 Sähköverkkoliitäntä 2

2

3

Kytkentärima 
Sisä-/ulkoyksikkö

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

Sisä- ja ulkoyksikön liitäntä

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

1

2

Ulkoyksikön liitännät

Sisäyksikön liitännät

Verkkovirran erottimen liitännät

1

2

3

Models Mains connection 1 Mains connection 2
Phases Max. current 

consumption (A)
Max. power con-
sumption (kW)

Phases Max. current 
consumption (A)

Max. power 
consumption (kW)

WH-ADC0916H9E8 +
WH-UD09HE8 3 7.5 4.94 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UD12HE8 3 8.8 5.85 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UD16HE8 3 9.9 6.59 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UX09HE8 3 10.4 6.85 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UX12HE8 3 11.9 7.91 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UX16HE8 3 15.5 10.27 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UQ09HE8 3 – – 3 – –

WH-ADC0916H9E8 +
WH-UQ12HE8 3 – – 3 – –

WH-ADC0916H9E8 +
WH-UQ16HE8 3 – – 3 – –

FI protection switch and mains connections Indoor unit /outdoor unit connection

A1 LA2 LA3 N

L

L

A1 LA2 LA3 N

LC1 LC2 LC3 N

LC1 LC2 LC3 N

A1 LA2 LA3 N

L

L

A1 LA2 LA3 N

LC1 LC2 LC3 N

LC1 LC2 LC3 N

FI protection 
switch

Mains connections

Mains connection 1 Mains connection 2

2

3

For model WH-SHF09F3E8

1

1

2

2

3

3

4

4

5

5 L

L

N

N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

For model WH-SHF12F9E8

1

1

2

2

3

3

4

4

5

5LB1 LB2 LB3 N

LB1 LB2 LB3 N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

LN11 N L N L22

POWERSUPPLY2

LB1 LB2 LB3 N

POWERSUPPLY1

LA1 LA2 LA3 N

45

A

Terminal block strip 
Indoor unit / outdoor unit

Connection of indoor unit 
and outdoor unit

1

2

Terminals on indoor unit

Terminals on outdoor unit

Terminals on disconnector of the mains connection

1

2

3

For model WH-SHF09F3E8

1

1

2

2

3

3

4

4

5

5 L

L

N

N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

For model WH-SHF12F9E8

1

1

2

2

3

3

4

4

5

5LB1 LB2 LB3 N

LB1 LB2 LB3 N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

LN11 N L N L22

POWERSUPPLY2

LB1 LB2 LB3 N

POWERSUPPLY1

LA1 LA2 LA3 N

A

1 2 3 4 5

Connection conditions
● For the connection to the electricity supply, use an approved power cord with poly-

chloroprene material, symbol 60245 IEC 57 or higher, for mains connection 1 and 
mains connection 2.

● An approved flexible cable with polychloroprene material, symbo  60245 IEC 57 is 
to be used as the connecting cable between indoor and outdoor units

For combination hydro-module with the outdoor unit UD03HE5-1 or UD05HE5-1:

● Mains supply 1 of this device fulfils EN/ IEC 61000-3-2
● Mains supply 1 of this device fulfils EN/ IEC 61000-3-3 and can be connected to 

the current supply grid.
● Mains supply 2 of this device fulfils EN/ IEC 61000-3-2
● Mains supply 2 of this device fulfils EN/ IEC 61000-3- 1. A suitable voltage source 

is to be connected. Its maximum allowed system impedance at the interface is Zmax
= 0.445 Ω. Connect to the EVU to ensure that the mains supply 2 is only connected 
to a grid with the maximum of this impedance.
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An overview of the said differences is shown in the following tables. The connecting conditions 
for the individual devices are explained in the annexure. The required cross sections are given 
in the technical specifications → 4 Technical data (split systems), p. 16, → 4.6.3.3 Technical 
data (compact systems), p. 50).

Split systems with combination hydro-module

Models Mains connection 1 Mains connection 2
Phases Max. current 

consumption (A)
Max. power 

consumption (kW)
Phases Max. current 

consumption (A)
Max. power 

consumption (kW)
WH-ADC0309H3E5(B) + 
WH-UD03HE5-1 1 12.0 2.59 1 13.0 3.0

WH-ADC0309H3E5(B) + 
WH-UD05HE5-1 1 12.0 2.59 1 13.0 3.0

WH-ADC0309H3E5(B) + 
WH-UD07HE5-1 1 21.0 4.59 1 13.0 3.0

WH-ADC0309H3E5(B) + 
WH-UD09HE5-1 1 22.9 5.0 1 13.0 3.0

WH-ADC1216H6E5 +
WH-UD12HE5 1 24.0 5.3 1 26.0 6.0

WH-ADC1216H6E5 +
WH-UD16HE5 1 26.0 5.74 1 26.0 6.0

WH-ADC1216H6E5 +
WH-UX09HE5 1 25.0 5.41 1 26.0 6.0

WH-ADC1216H6E5 +
WH-UX12HE5 1 29.0 6.27 1 26.0 6.0

FI protection switch and mains connections Indoor unit /outdoor unit connection

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

FI protection 
switch

Mains connections L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r
Mains connection 1 Mains connection 2

2

3

Terminal block strip 
Indoor unit / outdoor unit

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

Connection of indoor unit 
and outdoor unit

L N

L N

L1 N1

L1 N1

1 2 3

1 2 3

3

3

r

1

2

Terminals on indoor unit

Terminals on outdoor unit

Terminals on disconnector of the mains connection

1

2

3

Mallit Mains connection 1 Mains connection 2
Vaiheet Maks. 

virrankulutus (A)
Maks. 

tehonkulutus (kW)
Vaiheet Maks. 

virrankulutus (A)
WH-ADC0916H9E8 +
WH-UD09HE8 3 7.5 4.94 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UD12HE8 3 8.8 5.85 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UD16HE8 3 9.9 6.59 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UX09HE8 3 10.4 6.85 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UX12HE8 3 11.9 7.91 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UX16HE8 3 15.5 10.27 3 13.0 9.0

WH-ADC0916H9E8 +
WH-UQ09HE8 3 – – 3 – –

WH-ADC0916H9E8 +
WH-UQ12HE8 3 – – 3 – –

WH-ADC0916H9E8 +
WH-UQ16HE8 3 – – 3 – –

Vikavirtasuojakytkin ja sähköverkkoliitännät Sisä-/ulkoyksikön liitäntä

A1 LA2 LA3 N

L

L

A1 LA2 LA3 N

LC1 LC2 LC3 N

LC1 LC2 LC3 N

A1 LA2 LA3 N

L

L

A1 LA2 LA3 N

LC1 LC2 LC3 N

LC1 LC2 LC3 N

Vikavirtasuojakytkin

Sähköverkkoliitännät

Sähköverkkoliitäntä 1 Sähköverkkoliitäntä 2

2

3

For model WH-SHF09F3E8

1

1

2

2

3

3

4

4

5

5 L

L

N

N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

For model WH-SHF12F9E8

1

1

2

2

3

3

4

4

5

5LB1 LB2 LB3 N

LB1 LB2 LB3 N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

LN11 N L N L22

POWERSUPPLY2

LB1 LB2 LB3 N

POWERSUPPLY1

LA1 LA2 LA3 N

45

A

Kytkentärima 
Sisä-/ulkoyksikkö

Sisä- ja ulkoyksikön liitäntä

1

2

Sisäyksikön liitännät

Ulkoyksikön liitännät

Verkkovirran erottimen liitännät

1

2

3

For model WH-SHF09F3E8

1

1

2

2

3

3

4

4

5

5 L

L

N

N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

For model WH-SHF12F9E8

1

1

2

2

3

3

4

4

5

5LB1 LB2 LB3 N

LB1 LB2 LB3 N

LA1 LA2 LA3 N

LA1 LA2 LA3 N

LN11 N L N L22

POWERSUPPLY2

LB1 LB2 LB3 N

POWERSUPPLY1

LA1 LA2 LA3 N

A

1 2 3 4 5

Connection conditions
● For the connection to the electricity supply, use an approved power cord with poly-

chloroprene material, symbol 60245 IEC 57 or higher, for mains connection 1 and 
mains connection 2.

● An approved flexible cable with polychloroprene material, symbo  60245 IEC 57 is 
to be used as the connecting cable between indoor and outdoor units

For combination hydro-module with the outdoor unit UD03HE5-1 or UD05HE5-1:

● Mains supply 1 of this device fulfils EN/ IEC 61000-3-2
● Mains supply 1 of this device fulfils EN/ IEC 61000-3-3 and can be connected to 

the current supply grid.
● Mains supply 2 of this device fulfils EN/ IEC 61000-3-2
● Mains supply 2 of this device fulfils EN/ IEC 61000-3- 1. A suitable voltage source 

is to be connected. Its maximum allowed system impedance at the interface is Zmax
= 0.445 Ω. Connect to the EVU to ensure that the mains supply 2 is only connected 
to a grid with the maximum of this impedance.

Kolmivaiheiset mallit

Yksivaiheiset mallit

J H

WH-ADC0309H3E5
WH-UD03HE5-1

WH-ADC0309H3E5
WH-UD05HE5-1

WH-ADC0309H3E5
WH-UD07HE5-1

WH-ADC0309H3E5
WH-UD09HE5-1

WH-ADC0309J3E5 
WH-UD03JE5

WH-ADC0309J3E5  
WH-UD05JE5

WH-ADC0309J3E5  
WH-UD07JE5

WH-ADC0309J3E5  
WH-UD09JE5-1

H

15,9 / 21,0 

15,9 / 22,9

Maks. virran- 
kulutus (A) J/H

WH-ADC1216H6E5 
WH-UD12HE5
WH-ADC1216H6E5  
WH-UD16HE5
WH-ADC1216H6E5 
WH-UX09HE5
WH-ADC1216H6E5 
WH-UX12HE5

WH-ADC0916H9E8 
WH-UD09HE8
WH-ADC0916H9E8  
WH-UD12HE8

WH-ADC0916H9E8 
WH-UD16HE8

WH-ADC0916H9E8 
WH-UX09HE8
WH-ADC0916H9E8
WH-UX12HE8
WH-ADC0916H9E8
WH-UX16HE8
WH-ADC0916H9E8
WH-UQ09HE8

WH-ADC0916H9E8
WH-UQ12HE8
WH-ADC0916H9E8
WH-UQ16HE8

12,0 / 12,0

12,0 / 12,0

Maks.tehon-
kulutus (kW) J/H

2,59 / 2,59

2,59 / 2,59

3,47 / 4,59

3,47 / 5,0

Pääliitäntä 1 Pääliitäntä 2

Pääliitäntä 1 Pääliitäntä 2

9,85

7,91

10,27

9,0

9,0

9,0

14,7

11,9

15,5

13,0

13,0

13,0

Maks. 
tehonkulutus (kW)
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Kylmäaineputkiliitännät, J-sukupolvi
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5.1.6 Main Components 

Connector name
Water Inlet (From Space
Heating / Cooling)

a

Water Outlet (To Space
Heating / Cooling)

b

Cold Water Inlet (Domestic
Hot Water Tank)

c

Hot Water Outlet (Domestic
Hot Water Tank)

d

Refrigerant Gase

Refrigerant Liquidf

Domestic Hot Water Tank
Discharge (Drain Tap)
Type: Ball Valve

g

Pressure Relief Valve Drainageh

Drain Water Holei

13

10

19

16

15

17

8

11

5-1

6

5-2

9

14

21

20

18

12

7 1

4

3

2

Remote Controller1

Control Board Cover3

Main PCB4

Magnetic Water Filter Set6

Heater Assembly7

8

9

3-Way Valve
Overload Protector (Not Visible)
Expansion Vessel

Air Purge Valve11

10

Pressure Relief Valve12

Flow Sensor13

Water Pressure Gauge14

Front Plate15

Top Plate16

Right Plate17

Left Plate18

Rear Plate19

Tank Sensor (Not Visible)20

Safety Relief Valve21

Single Phase RCCB/ELCB
(Main Power)

5-1

5-2 Single Phase RCCB/ELCB
(Backup Heater)

Water Pump2
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Liittimen nimi
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jäähdytysjärjestelmästä) 

a
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5-2
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Water Pump2
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Connections of the refrigerant pipelines J-Generation
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476

424,5

404,1

437,3
360

180
54,6

69,5

56
,1

51
,5

33
9,

3
45

View from below

3
4

1

2

3 4 5 6

� �utflo� of the safety valve
2 Water discharge
� �oolant fluid line

4 Coolant-hot gas pipeline
5 Water exit
6 Water entry

Model Refrigerant - hot gas pipeline Coolant - fluid pipeline
Diameter

mm (inches)
Torque

Nm
Diameter

mm (inches)
Torque

Nm

LT

WH-SDC03H3E5-1 + WH-UD03HE5-1
12.7 (1/2) 55

6.35 (1/4) 18
WH-SDC05H3E5-1 + WH-UD05HE5-1
WH-SDC07H3E5-1 + WH-UD07HE5-1

15.88 (5/8) 65

WH-SDC09H3E5-1 + WH-UD09HE5-1
WH-SDC12H6E5 + WH-UD12HE5

9.52 (3/8) 42

WH-SDC16H6E5 + WH-UD16HE5
WH-SDC09H3E8 + WH-UD09HE8
WH-SDC12H9E8 + WH-UD12HE8
WH-SDC16H9E8 + WH-UD16HE8

T-
CA

P

WH-SXC09H3E5 + WH-UX09HE5

WH-SXC12H6E5 + WH-UX12HE5

WH-SXC09H3E8 + WH-UX09HE8

WH-SXC12H9E8 + WH-UX12HE8

WH-SXC16H9E8 + WH-UX16HE8

WH-SQC09H3E8 + WH-UQ09HE8

WH-SQC12H9E8 + WH-UQ12HE8

WH-SQC16H9E8 + WH-UQ16HE8

Malli Huom. Kylmäaine – kuumakaasuputki Jäähdytysaine – nesteputki
Halkaisija

mm (tuumaa)
Vääntömomentti

Nm Nm

LT

WH-ADC0309H3E5(B) + WH-UD03HE5-1 1
12.7 (1/2) 55

6.35 (1/4) 18
WH-ADC0309H3E5(B) + WH-UD05HE5-1 1

E5WH-ADC0309H3E5(B) + WH-UD07H

15.88 (5/8) 65

WH-ADC0309H3E5(B) + WH-UD09H
WH-ADC1216H6E5 + WH-UD12HE5

9.52 (3/8) 42

WH-ADC1216H6E5 + WH-UD16HE5
WH-ADC0916H9E8 + WH-UD09HE8
WH-ADC0916H9E8 + WH-UD12HE8
WH-ADC0916H9E8 + WH-UD16HE8

CA
P

T-

WH-ADC1216H6E5 + WH-UX09HE5

WH-ADC1216H6E5 + WH-UX12HE5

WH-ADC0916H9E8 + WH-UX09HE8

WH-ADC0916H9E8 + WH-UX12HE8

WH-ADC0916H9E8 + WH-UX16HE8

WH-ADC0916H9E8 + WH-UQ09HE8

WH-ADC0916H9E8 + WH-UQ12HE8

WH-ADC0916H9E8 + WH-UQ16HE8

1 Näissä sisä-/ulkoyksikköyhdistelmissä hydromoduulitoimitukseen sisältyvä kavennuskappale tulee asentaa imukaasuputkeen.

ADC0309J3E5 + WH-UD03JE5WH-
WH-ADC0309J3E5 + WH-UD05JE5

Permissible tightening torques of the refrigerant pipelines - Combination hydro-module  

C0309J3E5 + WH-UDWH-AD

WH-ADC0309J3E5 + WH-UD09JE5

55
07JE5

12.7 (1/2)

Kylmäaine

Esitäyttö Maksimi Lisäys / m
Kylmäaineen 

tyyppi
0.90 kgkg 1.20 kg 20 g/mR32
0.90 kgkg      1.20 kg 20 g/mR32
1.27 kgkg            2.27 kg 25 g/mR32
1.27 kgkg            2.27 kg 25 g/mR32

R410A 2.55 kgkg 50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.55 kgkg    50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.90 kgkg            4.85 kg 50 g/m

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.99 kgkg            3.99 kg 50 g/m

Halkaisija
mm (tuumaa)

Vääntömomentti
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300
380

475

61
266

8
66

4

66
8

29

67
5

427

102
133
159

229

8
9

Näkymä alapuolelta

1 2 3 7654

�  
� 
3  
� 
5 

  Varoventtiilin ulosvirtaus 
Kylmäaine- nesteputki 

  Kylmäaine – kuumakaasuputki     
  Kuuma käyttövesi tulovirtaus 
Kylmävesi

�    Veden tulovirtaus, lämmitys (1. lämmityspiiri)
7 Paluuvesi
8    Lämpimän käyttöveden säiliön tyhjennyshana  
     (Ylipaineventtiilin viemäröintiyhde) 
9 Veden poisto

6.6.1 
Carry out the following steps to connect coolant pipelines to the indoor unit:

1. Determine the tube length and disconnect the tube using a tube cutter to the required 
length.

2. Remove the burr on the cut edges.
3. Push the cap nut (which is screwed at the time of dispatch onto the connection nozzle of 

the indoor unit) onto the tube end.
4. Flange the tube ends.
5. Align the tube and valve centrally and first pull the cap nut by hand and then with a torque 

wrench and an adjustable spanner to counter it. Maintain the correct torques (� Permis-
sible tightening torques of the coolant pipelines - Combination hydro-module H-Genera-
tion, p. 156, � Permissible tightening torques of the coolant pipelines - hydro-module 
H-Generation, p. 157).

2

1

1 Adjustable spanner
2 Torque wrench

6. Install the pipelines to the outdoor unit through the wall grommet.

Kylmäaineputkiliitännät, H-sukupolvi

mäaineputSallitut kyl ken kiristysmomentit – All in One, J- ja H-sukupolvi  
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g
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Drain Water Holei

13

10

19

16

15

17

8

11

5-1

6

5-2

9

14

21

20

18

12

7 1

4

3

2
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8
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Safety Relief Valve21

Single Phase RCCB/ELCB
(Main Power)

5-1

5-2 Single Phase RCCB/ELCB
(Backup Heater)

Water Pump2

e f

h

i
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Refrigerant Liquidf

Domestic Hot Water Tank
Discharge (Drain Tap)
Type: Ball Valve

g

Pressure Relief Valve Drainageh

Drain Water Holei

13

10

19

16

15

17

8

11

5-1

6

5-2

9

14

21

20

18

12

7 1

4

3

2

Remote Controller1

Control Board Cover3

Main PCB4

Magnetic Water Filter Set6

Heater Assembly7

8

9

3-Way Valve
Overload Protector (Not Visible)
Expansion Vessel

Air Purge Valve11

10

Pressure Relief Valve12

Flow Sensor13

Water Pressure Gauge14

Front Plate15

Top Plate16

Right Plate17

Left Plate18

Rear Plate19

Tank Sensor (Not Visible)20

Safety Relief Valve21

Single Phase RCCB/ELCB
(Main Power)

5-1

5-2 Single Phase RCCB/ELCB
(Backup Heater)

Water Pump2

e f

h

i

b a d g c
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5.1.6 Main Components 

Connector name
Water Inlet (From Space
Heating / Cooling)

a

Water Outlet (To Space
Heating / Cooling)

b

Cold Water Inlet (Domestic
Hot Water Tank)

c

Hot Water Outlet (Domestic
Hot Water Tank)

d

Refrigerant Gase

Refrigerant Liquidf

Domestic Hot Water Tank
Discharge (Drain Tap)
Type: Ball Valve

g

Pressure Relief Valve Drainageh

Drain Water Holei

13

10

19

16

15

17

8

11

5-1

6

5-2

9

14

21

20

18

12

7 1

4

3

2

Remote Controller1

Control Board Cover3

Main PCB4

Magnetic Water Filter Set6

Heater Assembly7

8

9

3-Way Valve
Overload Protector (Not Visible)
Expansion Vessel

Air Purge Valve11

10

Pressure Relief Valve12

Flow Sensor13

Water Pressure Gauge14

Front Plate15

Top Plate16

Right Plate17

Left Plate18

Rear Plate19

Tank Sensor (Not Visible)20

Safety Relief Valve21

Single Phase RCCB/ELCB
(Main Power)

5-1

5-2 Single Phase RCCB/ELCB
(Backup Heater)

Water Pump2

e f

h

i

b a d g c

(Backside)
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Model Refrigerant - hot gas pipeline Coolant - fluid pipeline
Diameter

mm (inches)
Torque

Nm
Diameter

mm (inches)
Torque

Nm

LT

WH-SDC03H3E5-1 + WH-UD03HE5-1
12.7 (1/2) 55

6.35 (1/4) 18
WH-SDC05H3E5-1 + WH-UD05HE5-1
WH-SDC07H3E5-1 + WH-UD07HE5-1

15.88 (5/8) 65

WH-SDC09H3E5-1 + WH-UD09HE5-1
WH-SDC12H6E5 + WH-UD12HE5

9.52 (3/8) 42

WH-SDC16H6E5 + WH-UD16HE5
WH-SDC09H3E8 + WH-UD09HE8
WH-SDC12H9E8 + WH-UD12HE8
WH-SDC16H9E8 + WH-UD16HE8

T-
CA

P

WH-SXC09H3E5 + WH-UX09HE5

WH-SXC12H6E5 + WH-UX12HE5

WH-SXC09H3E8 + WH-UX09HE8

WH-SXC12H9E8 + WH-UX12HE8

WH-SXC16H9E8 + WH-UX16HE8

WH-SQC09H3E8 + WH-UQ09HE8

WH-SQC12H9E8 + WH-UQ12HE8

WH-SQC16H9E8 + WH-UQ16HE8

Model Note Refrigerant - hot gas pipeline Coolant - fluid pipeline
Diameter

mm (inches)
Torque

Nm
Diameter

mm (inches)
Torque

Nm

LT

WH-ADC0309H3E5(B) + WH-UD03HE5-1 1
12.7 (1/2) 55

6.35 (1/4) 18
WH-ADC0309H3E5(B) + WH-UD05HE5-1 1

E5-1WH-ADC0309H3E5(B) + WH-UD07H

15.88 (5/8) 65

WH-ADC0309H3E5(B) + WH-UD09HE5-1
WH-ADC1216H6E5 + WH-UD12HE5

9.52 (3/8) 42

WH-ADC1216H6E5 + WH-UD16HE5
WH-ADC0916H9E8 + WH-UD09HE8
WH-ADC0916H9E8 + WH-UD12HE8
WH-ADC0916H9E8 + WH-UD16HE8

CA
P

T-

WH-ADC1216H6E5 + WH-UX09HE5

WH-ADC1216H6E5 + WH-UX12HE5

WH-ADC0916H9E8 + WH-UX09HE8

WH-ADC0916H9E8 + WH-UX12HE8

WH-ADC0916H9E8 + WH-UX16HE8

WH-ADC0916H9E8 + WH-UQ09HE8

WH-ADC0916H9E8 + WH-UQ12HE8

WH-ADC0916H9E8 + WH-UQ16HE8

1 In these indoor unit/outdoor unit combinations, the reducer piece, supplied as part of the scope of delivery of the 
combination hydro-module, must be installed in the suction gas pipeline.

ADC0309J3E5 + WH-UD03JE5WH-
WH-ADC0309J3E5 + WH-UD05JE5

Permissible tightening torques of the refrigerant pipelines - Combination hydro-module  
J & H Generation 

C0309J3E5 + WH-UDWH-AD

WH-ADC0309J3E5 + WH-UD09JE5

55
07JE5

12.7 (1/2)

Refrigerant

Precharge         Maximum          Extra per M
Refrigerant 

type
0.90 kgkg 1.20 kg 20 g/mR32
0.90 kgkg      1.20 kg 20 g/mR32
1.27 kgkg            2.27 kg 25 g/mR32
1.27 kgkg            2.27 kg 25 g/mR32

R410A 2.55 kgkg 50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.55 kgkg    50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.90 kgkg            4.85 kg 50 g/m

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.99 kgkg            3.99 kg 50 g/m
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� 

3 

� �ater inflow heating ��st heat

8 Draining valv

6.6.1 
Carry out the following steps to connect coolant pipelines to the indoor unit:

1. Determine the tube length and disconnect the tube using a tube cutter to the required 
length.

2. Remove the burr on the cut edges.
3. Push the cap nut (which is screwed at the time of dispatch onto the connection nozzle of 

the indoor unit) onto the tube end.
4. Flange the tube ends.
5. Align the tube and valve centrally and first pull the cap nut by hand and then with a torque 

wrench and an adjustable spanner to counter it. Maintain the correct torques (� Permis-
sible tightening torques of the coolant pipelines - Combination hydro-module H-Genera-
tion, p. 156, � Permissible tightening torques of the coolant pipelines - hydro-module 
H-Generation, p. 157).

2

1

1 Adjustable spanner
2 Torque wrench

6. Install the pipelines to the outdoor unit through the wall grommet.
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424,5

404,1

437,3
360

180
54,6

69,5

56
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33
9,
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View from below

3
4

1

2

3 4 5 6

4 Coolant-hot gas pipeline
5 Water exit
6 Water entry

Model Refrigerant - hot gas pipeline Coolant - fluid pipeline
Diameter

mm (inches)
Torque

Nm
Diameter

mm (inches)
Torque

Nm

LT

WH-SDC03H3E5-1 + WH-UD03HE5-1
12.7 (1/2) 55

6.35 (1/4) 18
WH-SDC05H3E5-1 + WH-UD05HE5-1
WH-SDC07H3E5-1 + WH-UD07HE5-1

15.88 (5/8) 65

WH-SDC09H3E5-1 + WH-UD09HE5-1
WH-SDC12H6E5 + WH-UD12HE5

9.52 (3/8) 42

WH-SDC16H6E5 + WH-UD16HE5
WH-SDC09H3E8 + WH-UD09HE8
WH-SDC12H9E8 + WH-UD12HE8
WH-SDC16H9E8 + WH-UD16HE8

T-
CA

P

WH-SXC09H3E5 + WH-UX09HE5

WH-SXC12H6E5 + WH-UX12HE5

WH-SXC09H3E8 + WH-UX09HE8

WH-SXC12H9E8 + WH-UX12HE8

WH-SXC16H9E8 + WH-UX16HE8

WH-SQC09H3E8 + WH-UQ09HE8

WH-SQC12H9E8 + WH-UQ12HE8

WH-SQC16H9E8 + WH-UQ16HE8

Connections of the refrigerant pipelines H-Generation

7

Permissible tightening torques of the refrigerant pipelines - Combination hydro-module  
J & H Generation 
Malli Huom. Kylmäaine – kuumakaasuputki Jäähdytysaine – nesteputki

Halkaisija
mm (tuumaa)

Vääntömomentti
Nm Nm

LT

1
12.7 (1/2) 55

6.35 (1/4) 18
1

15.88 (5/8) 65

WH-ADC1216H6E5 + WH-UD12HE5

9.52 (3/8) 42

16HE5WH-ADC1216H6E5 + WH-UD
WH-ADC0916H9E8 + WH-UD09HE8
WH-ADC0916H9E8 + WH-UD12HE8
WH-ADC0916H9E8 + WH-UD16HE8

T-
CA

P

WH-ADC1216H6E5 + WH-UX09HE5

WH-ADC1216H6E5 + WH-UX12HE5

WH-ADC0916H9E8 + WH-UX09HE8

WH-ADC0916H9E8 + WH-UX12HE8

WH-ADC0916H9E8 + WH-UX16HE8

WH-ADC0916H9E8 + WH-UQ09HE8

WH-ADC0916H9E8 + WH-UQ12HE8

WH-ADC0916H9E8 + WH-UQ16HE8

1 Näissä sisä-/ulkoyksikköyhdistelmissä hydromoduulitoimitukseen sisältyvä kavennuskappale tulee asentaa imukaasuputkeen.

(1/2) 55.7 12

Kylmäaine

Esitäyttö Maksimi Lisäys / m
Kylmäaineen 

tyyppi
R32 0.90 kgkg 1.20 kg 20 g/m

R32 0.90 kgkg      1.20 kg 20 g/m
R32 1.27 kgkg            2.27 kg 25 g/m

R32 1.27 kgkg            2.27 kg 25 g/m
50 g/mR410A 2.55 kgkg 3.55 kg
50 g/mR410A 2.55 kgkg            3.55 kg

R410A 2.55 kgkg    50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.55 kgkg            50 g/m3.55 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.90 kgkg            4.85 kg 50 g/m

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.85 kgkg            50 g/m3.85 kg

R410A 2.99 kgkg            3.99 kg 50 g/m

Halkaisija
mm (tuumaa)

Vääntömomentti

WH-ADC0309J3E5 + WH-UD03JE5
WH-ADC0309J3E5 + WH-UD05JE5
WH-ADC0309J3E5 + WH-UD07JE5
WH-ADC0309J3E5 + WH-UD09JE5
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cdef

a b

 
 Standard Version

Combination hydro-module H-Generation -
Version “B”

Standard version
a (not available)
b (not available)
c Water return
d �ater inflow heatin
e Fresh water
f �ater inflow hot wate

Versio
  circuit)

nd heating �ir��it�
  circuit)

 b �ater inflow heating ���t heating �ir��it�
 e Fresh water

f �ater inflow hot wate

► Using a wrong tool, e.g. a pipe wrench, can deform or damage the connection. This 
can cause leakages. Therefore, use a suitable adjustable spanner

► Too high a tightening torque can cause deformation and consequently leakages. 

1

2

1 Adjustable spanner
2 Torque wrench

Therefore, only use a torque wrench to tighten and an adjustable spanner to counter it 
(see the illustration above).

6.7.1 

i Note
Follow the planning documents to connect the water pipelines of the heating circuit or follow the 
examples of application (� 5.6 Examples of use, p. 126).

Carry out the following steps to connect water pipelines of the heating circuit to the indoor unit 
(indoor unit or combination hydro-module) or the compact device:

1. Install the required pipelines, valves, dirt catchers and other components according to the 
planning documents.

2. Connect the water circuit to the water entry and water exit nozzles of the indoor unit or 
compact device.

3. Use suitable cap nuts to connect water return (water entry, marked “WATER IN”) and 
water outlet (water exit, marked “WATER OUT”). Use a torque wrench to tighten and 
apply the allowable tightening torque in each case (→ Allowable tightening tor es of the 
water pipelines - Combination hydro-module H-Generation, p. 164, 
ening torques of the water pipelines - hydro-module H-Generatio  
tightening torques of the water pipelines - Compact devices, p. 

4.  for heat pump models of the : Install a 

valve before and after the dirt catcher to facilitate later ser

tion, because a dirt catcher with two shut-of

Vesiputkiliitännät

Vakiomalli
f     Kuuma käyttövesi
e    Kylmävesi ( LV )
d    Lämmitys ulos
c    Lämmitys sisään

Sallitut vesiputkien kiristysmomentit – All in One
J- ja H-sukupolvi

J-sukupolvi H-sukupolvi

a    Lämmitys sisään
b    Lämmitys ulos
c    Kylmävesi ( LV )
d    Kuuma käyttövesi 

b a d c

8
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cdef

a b

Combination hydro-module H generation - 
 Standard Version

Combination hydro-module H-Generation -
Version “B”

Standard version
a (not available)
b (not available)
c Water return
d �ater inflow heatin
e Fresh water
f �ater inflow hot wate

Version “B”
a Water return (2nd heating circuit)
b nd heating �ir��it�

 c W  circuit)
b �ater inflow heating ���t heating �ir��it�
e Fresh water
f �ater inflow hot wate

► Using a wrong tool, e.g. a pipe wrench, can deform or damage the connection. This 
can cause leakages. Therefore, use a suitable adjustable spanner

► Too high a tightening torque can cause deformation and consequently leakages. 

1

2

1 Adjustable spanner
2 Torque wrench

Therefore, only use a torque wrench to tighten and an adjustable spanner to counter it 
(see the illustration above).

6.7.1 

i Note
Follow the planning documents to connect the water pipelines of the heating circuit or follow the 
examples of application (� 5.6 Examples of use, p. 126).

Carry out the following steps to connect water pipelines of the heating circuit to the indoor unit 
(indoor unit or combination hydro-module) or the compact device:

1. Install the required pipelines, valves, dirt catchers and other components according to the 
planning documents.

2. Connect the water circuit to the water entry and water exit nozzles of the indoor unit or 
compact device.

3. Use suitable cap nuts to connect water return (water entry, marked “WATER IN”) and 
water outlet (water exit, marked “WA
apply the allowable tightening torque in each case (→ Allowable 
water pipelines - Combination hydro-module H-Generation, p. 164, 
ening torques of the water pipelines - hydro-module H-Generatio
tightening torques of the water pipelines - Compact devices, p.

4.  for heat pump models of the : Install a 

valve before and after the dirt catcher to facilitate later ser

tion, because a dirt catcher with two shut-of

164 Aquarea air-to-water heat pumps - Planning and installation manual - 01/2018

I

165Aquarea air-to-water heat pumps - Planning and installation manual - 01/2018

Installation

Model Connection1 Size of the cap nut Torque
Nm

LT

WH-SDC03H3E5-1 + WH-UD03HE5-1

� - �ater inflo
2 - Water return Rp 1¼“ 117.6

WH-SDC05H3E5-1 + WH-UD05HE5-1
WH-SDC07H3E5-1 + WH-UD07HE5-1
WH-SDC09H3E5-1 + WH-UD09HE5-1
WH-SDC12H6E5 + WH-UD12HE5
WH-SDC16H6E5 + WH-UD16HE5
WH-SDC09H3E8 + WH-UD09HE8
WH-SDC12H9E8 + WH-UD12HE8
WH-SDC16H9E8 + WH-UD16HE8

T-
CA

P

WH-SXC09H3E5 + WH-UX09HE5

� - �ater inflo
2 - Water return Rp 1¼“ 117.6

WH-SXC12H6E5 + WH-UX12HE5

WH-SXC09H3E8 + WH-UX09HE8

WH-SXC12H9E8 + WH-UX12HE8

WH-SXC16H9E8 + WH-UX16HE8

WH-SQC09H3E8 + WH-UQ09HE8

WH-SQC12H9E8 + WH-UQ12HE8

WH-SQC16H9E8 + WH-UQ16HE8

1 Cfr. → Connections of the water pipelines - hydro-module H-Generation, p. 164

1

2

34

5
3

Typical installation example with dirt catcher
� �ater inflo
2 Water return
3 Shut-off valve

4 Dirt catcher
5 Cap nut

21

� �ater inflo 2 Water return

Connections of the water pipelines

Standard version
f     Hot tap water
e    Fresh water
d    Heating out
c    Heating in

J-Generation H-Generation

a    Heating in
b    Heating out
c    Fresh water (DHW)
d    Hot tap water (DHW)

b a d c

Allowable tightening torques of the water pipelines - Combination hydro-module
J & H-generation
Malli Liitäntä Umpimutterin koko Vääntömomentti

Nm

LT

Rp 1¼“ 117.6

Rp ¾“ 58.8

T-
CA

P

Rp 1¼“ 117.6

Rp ¾“ 58.8

Vesiputken minimihalkaisija
Tulo mm (tuumaa) Veden vähimmäismäärä järjestelmässä

31,75  (1-1/4) 30L
31,75  (1-1/4) 30L
31,75  (1-1/4) 30L
31,75  (1-1/4) 50L

31,75  (1-1/4) 50L
31,75  (1-1/4) 50L

31,75  (1-1/4) 50L

31,75  (1-1/4) 50L

31,75  (1-1/4) 50L

31,75  (1-1/4) 50L

31,75  (1-1/4)

50L

50L

50L

50L
50L

31,75  (1-1/4)

31,75  (1-1/4)

31,75  (1-1/4)

31,75  (1-1/4)

Lämmitysputket

WH-ADC0309J3E5 + WH-UD03JE5
WH-ADC0309J3E5 + WH-UD05JE5

 WH-ADC0309J3E5 + WH-UD07JE5
 WH-ADC0309J3E5 + WH-UD09JE5

WH-ADC0916H9E8 + WH-UD09HE8
WH-ADC0916H9E8 + WH-UD12HE8
WH-ADC0916H9E8 + WH-UD16HE8

WH-ADC0916H9E8 + WH-UX09HE8
WH-ADC0916H9E8 + WH-UX12HE8
WH-ADC0916H9E8 + WH-UX16HE8

WH-ADC0916H9E8 + WH-UQ09HE8
WH-ADC0916H9E8 + WH-UQ12HE8
WH-ADC0916H9E8 + WH-UQ16HE8
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PuskurisäiliöliitäntäConnection with buffer tank

Connection without buffer tank

Ø12,7
Ø 6,35

WH-UDxxHE5-1 [3-5 kW]
H1

H3

H2a

T
PAW-A2W-TSOD [E36]

WH-ADC0309H3E5(UK)

H10

H5

H7

H11

    H14 [E31]

H6

H9 [E29]RT

H4*

H21

H23

H22

CZ-NS4P
H12 [E39]

Ø12,7
Ø 6,35

WH-UDxxHE5-1 [3-5 kW]
H1

H3

H2a

T
PAW-A2W-TSOD [E36]

WH-ADC0309H3E5(UK)

H5

H7

H6

H9 [E54]

PAW-A2W-TSHC [E44]

RT2

H4

H8

H21

H23

H22

M

RT1

H11

H14 [E58]

H9 [E53]

H13[E52]

PAW-A2W-TSHC [E45]

H11

H10

9

Connection with buffer tank

Ø12,7
Ø 6,35

WH-UDxxHE5-1 [3-5 kW]
H1

H3

H2a

T
PAW-A2W-TSOD [E36]

WH-ADC0309H3E5(UK)

H10

H5

H7

H11

    H14 [E31]

H6

H9 [E29]RT

H4

H21

H23

H22

CZ-NS4P
H12 [E39]

Ø12,7
Ø 6,35

WH-UDxxHE5-1 [3-5 kW]
H1

H3

H2a

T
PAW-A2W-TSOD [E36]

WH-ADC0309H3E5(UK)

H5

H7

H6

H9 [E54]

PAW-A2W-TSHC [E44]

RT2

H4*

H8

H21

H23

H22

M

RT1

H11

H14 [E58]

H9 [E53]

H13[E52]

PAW-A2W-TSHC [E45]

H11

H10

9

Puskurisäiliö paluulinjassa
*Käytä magneetillista lianerotinta

*Käytä magneetillista lianerotinta
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Anturi ja pääpiirikortti

92 

12.4.2.3 Connection of the main PCB 

Zone 1 room sensor

Tank sensor

External control
Remote controller

Extra pump

H C N LC O N C O N

Outdoor air sensor

Boiler contact /
Defrost Signal

2-way
valve

3-way
valve

Optional
Thermostat 1

Valinnainen termostaatti L N = AC230V, Lämmitys, Jäähdytys = Termostaatin lämpö, Cool-liitäntä 
Ei toimi käytettäessä valinnaista piirikorttia

Ulkoinen ohjaus
Jännitteetön Auki = ei toiminnassa, Lyhyt = toiminnassa 
(tehtävä järjestelmän määritys)
Toiminta voidaan käynnistää tai katkaista (ON/OFF) ulkoisella kytkimellä

Ohjain  Kytketty (käytä kahden ytimen kaapelia jatkeena ja uudelleen sijoitukseen)
Kaapelin kokonaispituus voi olla enintään 50 m) 

 Ulostulot

Kolmitieventtiili Auki, Kiinni = suunta                                    (Virtapiirin kääntämiseen, kun kytketään 
 lämminvesivaraajaan)

AC230V    N    =       Nolla     

Kaksitieventtiili AC230V N =Nolla Auki,  Kiinni (Estää veden kiertämisen jäähdytyksen aikana)

Lisäpumppu AAC230V (Käytetään, kun tankkiyksikön pumpun kapasiteetti ei ole riittävä)
Lämmityskattilan kosketin Jännitteetön (tehtävä järjestelmän määritys)

 Termistorin sisääntulot 

Alueen 1 huoneanturi PAW-A2W-TSRT  Ei toimi käytettäessä valinnaista 
piirikorttia 

Ulkoilma-anturi AW-A2W-TSOD (Kaapelin kokonaispituus voi olla enintään 30 m)

12.4.2.4 Connection of Optional PCB (CZ-NS4P) 

Vcc

Solar
sensor

DemandZone 1
water

sensor

Zone 2
water

sensor

Pool
water

sensor

Buffer
Tank

sensor

Zone 1
room

sensor

Zone 2
room

sensor

Zone 1
Pump

Error

Pool
Pump

Solar
Pump

Zone 2
Pump

N   O C N    O    CL N Cool Heat L N Cool Heat

Optional
Thermostat 2

Optional
Thermostat 1

Mixing
valve 1

Mixing
valve 2

Ext.
comp.
SW
Heat/
Cool
SW

Bit1
Bit2

SG
signal

signal

signal

91 

12.4.2.2 Connecting Cables Length 
When connecting cables between Tank Unit and external devices, the length of the said cables must not exceed the 
maximum length as shown in the table. 
 

Ulkoinen laite  Kaapelien maksimipituus (m)  

Kaksitieventtiili 50 

Sekoitusventtiili 50 

50 

Lisäpumppu

Huonetermostaatti

50 

Aurinkopumppu 50 

Allaspumppu 50 

Pumppu 50 

Lämmityskattilan kosketin 50 

Ulkoinen ohjaus 50 

Huoneanturi 30 

Ulkoilma-anturi 30 

Puskurisäiliön anturi 30 

Allasveden anturi 30 

Aurinkoanturi 30 

Vesianturi 30 

Käskysignaali 50 

SG-signaali 50 

Lämmitys-/jäähdytyskytkin 50 

Ulkoisen kompressorin kytkin 50 

Liitäntäkaapelien pituus
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12.4.2.3 Pääpiirikortin liitännät

Alueen 1 huoneanturi 

Säiliön anturi

Ulkoinen ohjaus 
Ohjain

Lisäpumppua  

H  C  N  LC O N C O N

Ulkoilma-anturi 

Lämmityskattilan kosketin

Kaksitie
venttiili

Kolmitie
venttiili

Valinnainen
termostaatti 1

Signal 
 Signaalisisääntulot 

 

Optional Thermostat L N =AC230V, Heat, Cool=Thermostat heat, Cool terminal 
 It does not function when using the Optional PCB

External control
Dry contact   Open=not operate, Short=operate
(System setup necessary) 
Able to turn ON/OFF the operation by external switch 

Remote controller Connected (Please use 2 cores wire for relocation and extension. Total cable length 
shall be 50m or less.) 

Outputs

3-way valve AC230V   N=Neutral   Open, Close=direction (For circuit switching when connected to 
DHW tank)

2-way valve AC230V   N=Neutral   Open, Close (Prevent water circuit pass through during cooling 
mode)

Extra pump AC230V (Used when Tank Unit pump capacity is insufficient) 
Boiler contact Dry contact (System setup necessary)

Thermistor inputs

Zone 1 room sensor PAW-A2W-TSRT 
the Optional PCB  It does not work when using

Outdoor air sensor AW-A2W-TSOD (Total cable length shall be 30m or less) 

12.4.2.4 Connection of Optional PCB (CZ-NS4P) 

Vcc

Solar
sensor

DemandZone 1
water

sensor

Zone 2
water

sensor

Pool
water

sensor

Buffer
Tank

sensor

Zone 1
room

sensor

Zone 2
room

sensor

Zone 1
Pump

Error

Pool
Pump

Solar
Pump

Zone 2
Pump

N   O C N    O    CL N Cool Heat L N Cool Heat

Optional
Thermostat 2

Optional
Thermostat 1

Mixing
valve 1

Mixing
valve 2

Ext.
comp.
SW
Heat/
Cool
SW

Bit1
Bit2

SG
signal

signal

signal
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Lisäpiirikortti (CZ-NS4P)
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12.4.2.3 Connection of the main PCB 

Zone 1 room sensor

Tank sensor

External control
Remote controller

Extra pump

H C N LC O N C O N

Outdoor air sensor

Boiler contact /
Defrost Signal

2-way
valve

3-way
valve

Optional
Thermostat 1

Signal inputs 

Optional Thermostat L N =AC230V, Heat, Cool=Thermostat heat, Cool terminal 
 It does not function when using the Optional PCB

External control
Dry contact   Open=not operate, Short=operate
(System setup necessary) 
Able to turn ON/OFF the operation by external switch 

Remote controller Connected (Please use 2 cores wire for relocation and extension. Total cable length 
shall be 50m or less.) 

Outputs

3-way valve AC230V   N=Neutral   Open, Close=direction (For circuit switching when connected to 
DHW tank)

2-way valve AC230V   N=Neutral   Open, Close (Prevent water circuit pass through during cooling 
mode)

Extra pump AC230V (Used when Tank Unit pump capacity is insufficient) 
Boiler contact Dry contact (System setup necessary)

Thermistor inputs

Zone 1 room sensor PAW-A2W-TSRT 
the Optional PCB  It does not work when using

Outdoor air sensor AW-A2W-TSOD (Total cable length shall be 30m or less) 

12.4.2.4 Connection of Optional PCB (CZ-NS4P) 

Vcc

AurinkoanturiAlueen 1 Käsky
                 signaalivesian-
turi

Alueen 2
vesian-
turi

Alla-
sveden
anturi

Puskuris-
äiliön
anturi

Alueen 1
huone-
anturi

Alueen 2
huone-
anturi

Alueen 1 Pumppu

Virhesignaali

Allaspumppu

Aurinkopumppu

Alueen 2 pumppu

N    O    C N    O    CL    N Cool Heat L    N Cool Heat

Valinnainen 
termostaatti 2

Valinnainen
termostaatti 1

Sekoitus
venttiili 1

Sekoitus
venttiili 2

Ulkoisen kompressorin kytkin

Lämmitys/jäähdytys

Bit1
Bit2

SG-signaali
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 Signaalisisääntulot 

Valinnainen 
termostaatti

L N = AC230V, Lämmitys, Jäähdytys = 
Termostaatin lämpö, Cool-liitäntä

SG-signaali

Jännitteetön Vcc-Bit1, Vcc-Bit2 auki/lyhyt 
(tehtävä järjestelmän määritys)
Vaihto SW (kytke 2 koskettimen ohjaimeen)

Lämmitys/jäähdytys Jännitteetön Auki = Lämmitys, Lyhyt = Jäähdytys 
(tehtävä järjestelmän määritys)

Ulkoisen kompr. 
SW

Jännitteetön Auki = Kompr. ON, Lyhyt = 
Kompr. OFF (tehtävä järjestelmän määritys) 

Käskysignaali DC 0~10V (tehtävä järjestelmän määritys) 
Kytke DC 0~10V -ohjaimeen. 

 Ulostulot 

Sekoitusventtiili AC230V N = Nolla Auki, Kiinni = vaihteleva 
suunta  Toiminta-aika 30s~120s 

Allaspumppu AC230V 
Aurinkopumppu AC230V 
Alueen pumppu AC230V 

 Termistorin sisääntulot 

Alueen huoneanturi PAW-A2W-TSRT 
Puskurisäiliön anturi PAW-A2W-TSBU 
Allasveden anturi PAW-A2W-TSHC 
Alueen vesianturi PAW-A2W-TSHC 
Aurinkoanturi PAW-A2W-TSSO 

12.4.2.5 Recommended External Device 
Specification 

This section explains about the external devices
(optional) recommended by Panasonic. Please 
always ensure to use the correct external device 
during system installation.
For optional sensor.

1 Buffer tank sensor: PAW-A2W-TSBU 
Use for measurement of the buffer tank
temperature.
Insert the sensor into the sensor pocket and 
paste it on the buffer tank surface.

40
blackbrown

blue
Ø6

Dimensions (mm)

2 Zone water sensor: PAW-A2W-TSHC 
Use to detect the water temperature of the 
control zone.
Mount it on the water piping by using the 
stainless steel metal strap and contact paste 
(both are included).

93

70
35

Dimensions (mm)

3 Outdoor sensor: PAW-A2W-TSOD 
If the installation location of the outdoor unit is 
exposed to direct sunlight, the outdoor air 
temperature sensor will be unable to measure 
the actual outdoor ambient temperature 
correctly.
In this case, optional outdoor temperature 
sensor can be fixed at a suitable location to 
more accurately measure ambient 
temperature.

70

9346

Dimensions (mm)

4 Room sensor: PAW-A2W- TSRT
Install the room temperature sensor to the 
room which requires room temperature 
control.

Dimensions (mm)

86

86

6030

5 Solar sensor: PAW-A2W-TSSO 
Use for measurement of the solar panel 
temperature.
Insert the sensor into the sensor pocket and 
paste it on the solar panel surface.

40
blackbrown

blue
Ø6

Dimensions (mm)
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Käynnistys

10

Valikot Käyttäjä

Valitse valikot ja määritä asetukset taloudessa käytössä olevan 
järjestelmän mukaan. Alkuasetukset tulee antaa valtuutetun 
jälleenmyyjän tai asiantuntijan tehtäväksi.On suositeltavaa antaa 
myös kaikki alkuasetuksiin tehtävät muutokset valtuutetun 
jälleenmyyjän tai asiantuntijan tehtäväksi.

•  Alkuasetusten jälkeen asetuksia voidaan säätää manuaalisesti.
•  Alkuperäiset asetukset ovat käytössä kunnes käyttäjä muuttaa niitä.
•  Etäohjainta voidaan käyttää useaan asennukseen.
•  Varmista ennen asetusta, että toiminnan merkkivalo on sammunut.
•  Järjestelmä ei ehkä toimi oikein, jos se on määritetty väärin.

Ota yhteyttä valtuutettuun jälleenmyyjään.

<Main Menu>-päävalikon valinta: 
Valikon valinta:  
Valitun sisällön vahvistus:

Kun alkuasetukset on tehty, voit valita pikavalikon seuraavista vaihtoehdoista ja muokata asetusta.

1 Paina  tuodaksesi pikavalikon näyttöön.

Pakota DHW Tehostus tila Hiljainen tila Pakota lämmitin

 Viikkoajastin Pakota sulatus Virheen nollaus R/C-lukko

2 Valitse 

3 Paina 

    valikko painikkeilla.

valikko käyttöön / pois käytöstä

Pikavalikko

Menu Default Setting Setting Options / Display 

1 Function setup
1.1  Weekly timer

Once the weekly timer is set up, 
User can edit from Quick Menu.
To set up to 6 patterns of 
operation on a weekly basis.
• Disabled if Heat-Cool SW is 

pressed or if Force Heater 
is on.

Timer setup
Select day of the week and 

set the patterns needed
(Time / Operation ON/OFF / Mode)

Timer copy

Select day of the week
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Kompensointikäyrä

> Asennusasetukset

> Toiminnan määritys

> Lämpö

> Lämmitys käytössä, veden lämpötila

> Kompensointikäyrä

> Toiminnan määritys, säiliö

> Asennusasetukset

> Toiminnan määritys

> Säiliö

> Lattiatoiminnon toiminta-aika (maks.) – vakioasetus 8,00. Suositeltu asetus 1,00.

> Säiliön lämmitysaika (maks.) – vakioasetus 1:00. Suositeltu asetus1:30.

> Säiliön lämmityslämpötila – vakioasetus -8 C. Suositeltu asetus -5 C.

> Sterilointi – (valinnainen)

Käynnistysasetukset
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Järjestelmän määritys

Toimintojen määritys
> Toimintojen määritys

> Huonelämmitin – vakioasetus pois käytöstä Suositeltu asetus käytössä.

> Säiliön lämmitin – vakioasetus pois käytöstä. Suositeltu asetus käytössä.

> Sterilointi – vakioasetus pois käytöstä. Suositeltu asetus käytössä.

Yleiset käynnistysvirheet

H62 – Tarkasta ilmakello, veden paine ja virtaus. Onko ilmaa järjestelmässä? 
(Tarkista veden virtaus: asennusasetukset > toimintamääritykset > pumpun maksiminopeus. Ei 
pitäisi olla
alle 15 litraa minuutissa). 

H70 – Varalämmittimen ylikuormitussuojausvirhe. Tarkista tehonsyöttö 2 (liitinalustalla). 
Tarkista myös varalämmittimen OLP (manuaalinen palautus).

H90 – Tiedonvaihtovirhe, tarkista sisä- ja ulkoyksikön väliset kaapelit. 

Anturin hälytys – Jos anturi, esimerkiksi ulkoinen ulkoanturi, on aktivoitunut vahingossa,

ohjauspaneelin tehdasasetukset on palautettava hälytyksen vaimentamiseksi. 

> Asennusasetukset

> Järjestelmän määritys

> Lämmittimen kapasiteetti – vakioasetus 3 kW, säädettävä 3–9 kW.

(Mikäli sulatusvastus asennettuna , suositeltava)

> Pohjan lämm. vastus - vakioasetus EI Suositeltu asetus KYLLÄ

> Oletusasetus A suositeltava
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> Ohjaimen tulee olla valmiustilassa

> Paina pikavalikkoa (vasemmassa alareunassa olevia neliöitä)

> Valitse lämmittimen kuvake (oikealla yläkulmassa)

Kuvakkeen pitäisi nyt näkyä valmiustilassa, kts. kuva alla. 

Itsenäinen toimintatila
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Tehdasasetusten palautus

175

17.7 EEPROM Factory Default Data Setup Procedure 

will stop & EEPROM default data setup process will start.

- Once EEPROM default data setup process is complete, initialization process will re-start from beginning.

- Press ( , , , ) simultaneously for 5secs continuously, initialization process

During EEPROM default data setup process, display should be as shown below.

0.2s
Later

0.2s
Later

0.2s
Later

- EEPROM default data setup is only possible during initialization process.

Real time and date will blink

175

17.7 EEPROM Factory Default Data Setup Procedure 

will stop & EEPROM default data setup process will start.

- Once EEPROM default data setup process is complete, initialization process will re-start from beginning.

- Press ( , , , ) simultaneously for 5secs continuously, initialization process

During EEPROM default data setup process, display should be as shown below.

0.2s
Later

0.2s
Later

0.2s
Later

- EEPROM default data setup is only possible during initialization process.

Real time and date will blink

EEPROM, tehdasasetusten määritysprosessi

Kun EEPROM-oletusasetusten määritysprosessi on valmis, käyttöönottoprosessi alkaa 
alusta.

175

17.7 EEPROM Factory Default Data Setup Procedure 

will stop & EEPROM default data setup process will start.

- Once EEPROM default data setup process is complete, initialization process will re-start from beginning.

- Press ( , , , ) simultaneously for 5secs continuously, initialization process

During EEPROM default data setup process, display should be as shown below.

0.2s
Later

0.2s
Later

0.2s
Later

- EEPROM default data setup is only possible during initialization process.

Real time and date will blink
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Virhekoodit

26

Troubleshooting

Virhenro Virheen selitys
H12 Kapasiteetin vastaamattomuus
H15 Kompressorianturin virhe
H20 Pumppuvirhe
H23 Kylmäaineanturin virhe
H27 Huoltoventtiilin virhe
H28 Aurinkoanturin virhe
H31 Uima-allasanturin virhe
H36 Lisäsäiliön anturivirhe
H38 Merkkien yhteensopimattomuusvirhe
H42 Pienen paineen suojaus
H43 Alueen 1 anturin virhe
H44 Alueen 2 anturin virhe
H62 Veden virtauksen virhe
H63 Matalapaineanturin virhe
H64 Korkeapaineanturin virhe
H65 Jäänpoiston vedenkiertoanturin virhe
H67 Ulkoisen termistorin 1 virhe
H68 Ulkoisen termistorin 2 virhe
H70 Varalämmittimen ylikuormitussuojausvirhe
H72 Säiliön anturin virhe
H74 PCB-tiedonvaihdon virhe
H75 Matalan vedenlämpötilan suojaus
H76 RC-sisätilojen tiedonvaihtovirhe
H90 Sisä- ja ulkolaitteen tiedonvaihtovirhe
H91 Säiliön lämmittimen ylikuormitussuojausvirhe
H95 Jännitteen kytkentävirhe
H98 Suurpainesuojaus
H99 Sisäyksikön jäätymisenesto

Virhenro Virheen selitys
F12 Painekytkin aktivoitu
F14 Huono kompressorin pyörintä
F15 Puhallinmoottorin lukitusvirhe
F16 Virransuojaus
F20 Kompressorin ylikuormitussuojaus
F22 Transistorimoduulin ylikuormitussuojaus
F23 DC-huippu
F24 Kylmäainekierron virhe
F25 *1 Jäähdytys-/lämmitysjakson virhe
F27 Painekytkimen virhe
F29 Huono tulistuksen päästö
F30 Veden lähtöanturin 2 virhe
F32 Sisätermostaatin virhe
F36 Ulkoisen ympäristöanturin virhe
F37 Veden tuloanturin virhe
F40 Ulkoisen päästöanturin virhe
F41 Tehokertoimen korjausvirhe
F42 Ulkoisen lämmönvaihtimen anturin virhe
F43 Ulkoyksikön sulatusanturin virhe
F45 Veden lähtöanturin virhe
F46 Virtamuuntajan katkaisu
F48 Haihduttimen lähtöanturin virhe
F49 Ohituslähtöanturin virhe
F95 *1 Jäähdytyksen korkeapainevirhe

Vilkkuva

Virheen numero

Jäljempänä on luettelo virhekoodeista, jotka voivat näkyä 
näytössä, jos järjestelmän asetuksissa tai toiminnassa on 
ongelmia.

Jos näytössä on jokin alla esitetyistä virhekoodeista, ota 
yhteys etäohjaimessa näkyvään numeroon tai lähimpään 
valtuutettuun asentajaan.

Kaikki kytkimet ovat pois käytöstä paitsi  ja  .

*1 Järjestelmä on lukittu toimimaan ilman COOL-tilaa. Vain valtuutettu jälleenmyyjä tai valtuutetut huoltokumppanimme voivat avata sen.
*2  Näytetään vain, kun COOL-tila on avattuna (eli kun COOL-tila on käytettävissä).
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